
Taurus raging Bull 444B8 .44 MagnuM, $625
gun Tests grade: a

The raging Bull was the most comfortable and accurate of our test 
guns at the lowest price.

sPECiFiCaTiOns
Overall length ............................................. 8.7 in.
Barrel length ................................................ 5.0 in.
Sight radiuS ................................................... 6.5 in.
Overall length ...........................................14.2 in.
Barrel length ................................................ 8.5 in.
Sight radiuS ................................................... 9.9 in.
Overall height .............................................. 6.2 in.
FrOnt Strap height ....................................... 2.6 in.
Back Strap height ......................................... 4.2 in.
Weight unlOaded .......................................63.2 Oz.
capacity...................................................................6
MaxiMuM Width ............................................ 1.8 in.
grip thickneSS (Max) ...................................1.35 in.
grip circuMFerence (Max) ............................. 5.5 in.
FraMe Material/FiniSh ...........................Steel/Blue 
Barrel ................................................................Steel  

grip Material/FiniSh ..........ruBBer/Finger grOOve

trigger pull Weight Single actiOn ........... 6.5 lBS.
trigger pull Weight dOuBle actiOn .......11.0 lBS.
trigger Span Single actiOn ......................... 3.0 in.
trigger Span dOuBle actiOn........................ 3.6 in.
Warranty ..................................................... liFetiMe 
telephOne .................................... (800) 327-3776
WeBSite Or eMail .................... WWW.tauruSuSa.cOM

The grip was specially built for the 
raging Bull frame. it was the only 
supplied grip among our test guns 
that lent both proper support and 
protection to the shooter’s hands.

Porting, an aftermarket 
modification that can cost well 
over $100, contributed to comfort 
and control. The plain front sight 
was easy to read.

lockup was 
enhanced by a 
second detent in 
the yoke. To release 
the cylinder the 
forward latch had to 
be moved upwards 
and the rear latch 
pushed forward, 
simultaneously.


