
Walther USa PPK Vah32002 32 aCP, $573
Gun tests grade: a-

the PPK is a special pistol in terms of history and design that today’s shooter might 
overlook. We think the quality of workmanship justified its price, and we were amazed 

how quickly we could empty its seven-round magazines.

SPeCIFICatIONS
Overall length ...........................................6.35 in.
Barrel length ..............................................3.25 in.
Sight radiuS ................................................... 4.1 in.
Overall height .............................................. 4.0 in.
FrOnt Strap height ....................................... 1.7 in.
Back Strap height ......................................... 2.3 in.
Weight unlOaded .......................................19.8 Oz.
capacity................................................ 7+1 rOundS

MaxiMuM Width ............................................ 1.0 in.
grip thickneSS (Max) ..................................... 1.0 in.
grip circuMFerence (Max) ............................. 5.4 in.
FraMe ................................. pOliShed StainleSS Stee

Barrel ...............................................StainleSS Steel

Slide ..................Matte & pOliShed StainleSS Steel

grip .................................. checkered Black plaStic

trigger pull Weight dOuBle actiOn .......... 15 lBS.
trigger pull Weight Single actiOn ...............7 lBS.
trigger Span dOuBle actiOn........................ 2.9 in.
trigger Span Single actiOn ......................... 2.6 in.
Warranty ....................................................... 1 year 
telephOne .................................... (800) 372-6454
WeBSite Or eMail ........... WWW.WaltheraMerica.cOM

Blowback design meant that the 
barrel was fixed in place. Note the 
stout recoil spring surrounding the 
barrel. 

Field stripping began with pulling 
down on the trigger guard. Far 
from today’s typical routine, this 

left in the down position, the slide-
mounted decocker deactivated the 
trigger. the small pin located below 
the rear sight (arrow) was the chamber-
loaded indicator. the firing pin is out 
of sight, recessed from the rear of the 


